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100mm Thermalite Aircrete

Turbo Blocks.

Ancon 50mm Stainless
Steel ties at 600cs

horizontally and 450ccs
vertically.

Vapour control layer.
Glidevale TF200

DPM

100 mm C20 concrete slab

50 mm overall sand/cement
screed and floor finish

150 mm Celotex

Vapour control layer. Glidevale
TF200

100 mm Rockwool sound insulation

195x45 treated s/w sole plate

36 mm service zone

25mm polyurethane cold-bridging insulation

12.5 plasterboard and skim

GROUND LEVEL

Top of Slab (DATUM)

Shaped treated s/w infill

Tata Urban standing seam roof
covering on breather BPD Protect
breather membrane on 18mm
OSB.

Roof edge construction of
100x50 treated sw framing.

12mm external quality
plywood soffit

Vapour control layer.
Glidevale TF200

12mm external quality
plywood facia

Lindab Mainline
galvanised steel
guttering system

Sto thin coat render on 12mm render board.

Vapour control layer. Glidevale TF200

75 x 35 treated sw battens at 600 ccs

 Infill insulation

400x95 laminated beam

Pressed steel flashing to match roof covering

Pressed steel
flashing to match
roof covering
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Galvanised holding down
straps built into blockwork

at 1.800 ccs

Well compacted hardcore
of crushed stone or
concrete from 40mm down
to dust

Concrete foundation

254x45 Rim beam

Holding down bolts at 600 ccs

Ancon 50mm Stainless Steel
ties at 600cs horizontally and

450ccs vertically.

195x45 treated s/w wall plate

254x72 Engineered floor joists

100mm infill insulation

50x25 treated s/w battens

195x45 treated s/w
wall plate

Triple-glazed outward opening
timber framed windows.
GBS Performance or similar

254x45 Rim beam
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